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Thermoplastics are becoming the 
material of choice for more and more 

chemical process applications, not just 
because of the affordable cost and ease 
of installation but also for their supe-
rior broad spectrum chemical resistance 
and long-term system design capabili-
ties. Unlike their metallic counterparts, 
thermoplastics and thermosets like PVC, 
CPVC, PP, ABS, HDPE, PVDF, ECTFE and 
FRP have no given wall loss over time 
and do not need to be oversized to allow 
for scale buildup. 

Plastics have proven themselves time 
and again in all types of chemical appli-
cations. Examples of how plastics are 
being used can be found in the munici-
pal water and wastewater industry. Most 
of the chemicals used to treat drinking 
water and wastewater are stored and 
delivered in plastic materials. Sodium 
hypochlorite, sodium hydroxide, sodium 
bisulfi te, hydrofl uosilisic acid and potas-
sium permanganate just to name a few 
are all stored and delivered in plastics.

A delivery system for sodium hypo-
chlorite would begin at the bulk storage 
tank which would be either HDPE or 
FRP. All of the vents, fi ll piping and out-
put piping would be schedule 80 PVC. 
The level controls are contained in plas-
tic. The pumps that deliver the chemi-
cal can be magnetic drive plastic head 
style pumps. The cement used to install 
the piping is specifi cally formulated for 
chemical applications. This type of deliv-
ery system is typical for almost all of the 

chemicals used in water and wastewater 
treatment.

Chemical manufacturing and custom 
chemical blenders all use many types of 
thermoplastics in their processes because 
of the superior chemical resistance. The 
majority of drain-waste-vent waste sys-
tems in chemical and manufacturing 
plants as well as schools, laboratories, 
hospitals, research facilities and universi-
ties because of the nature of the waste 
that piping will encounter are some type 
of thermoplastic material such as poly-
propylene or PVDF. 

There are many chemicals that can 
only be stored and transported in plastic 
materials so the use of HDPE or FRP bulk 
storage tanks and day tanks as well as 
the piping, valves, level controls, fl ow 
meters, pressure gauge fi ttings, tempera-
ture gauge fi ttings, pumps, oxidation 
reduction potential, conductivity, resis-
tivity, pressure differential fi ttings and 
fi ltration components are all going to be 
made of some type of plastic.

All of the major aquariums through-
out the world have miles of plastic pipe 
and fi ttings carrying both fresh and salt 
water as well as the chemicals that are 
used to treat the water to keep the ani-
mals safe and healthy.

Renal care facilities, pharmaceutical, 
biopharm and medical research facilities 
utilize plastics for both high purity water 
delivery and DWV waste systems.

The proper choice of material for an 
application as well as design and instal-
lation techniques will ensure a long-term 
well-performing system. Doug Hodge will 
now discuss the considerations that per-
tain specifi cally to the choice of plastics 
for high purity chemical applications.

Challenges in high purity chemicals
In the high purity semiconductor 

industry, fl uoropolymer plastics have 
been required for aqueous chemicals, 
solvents and process slurry for more than 
40 years. In order to achieve acceptable 
process results, chemicals must have less 
than 100 parts per trillion (ppt) total 
contamination from the piping system. 
Valves, fi ttings, tubing, fi lters and inline 
instrumentation must be pristine right 

out-of-the-box to meet these require-
ments.

As these elements have matured to 
parts per trillion purity requirements, 
the defects being considered today have 
evolved to the point at which molecular 
contamination and other elements of 
process are coming under ever-increasing 
scrutiny. It is for this reason the semi-
conductor industry is being challenged 
to push the envelope with regards to 
construction materials and the resulting 
point-of-use purity levels over a wide 
range of bulk and specialty chemicals. 

Fluoropolymer resins are used in high 
purity components in semiconductors 
for their resistance to corrosive acids, 
being inert to common process chemi-
cals and having minimal contamination 
to fl ow. Because metal particles contrib-
ute the deadliest types of contamination 
to a semiconductor chip, perfl uoroalk-
oxy (PFA) fl uoropolymer resin has pro-
vided the best overall material solution. 
Other fl uoropolymers, such as PVDF, 
PTFE, ETFE, TFM and more are used com-
monly in systems; however, they have 
greater material or cost issues. PFA is still 
the leader.

Piping components, such as valves, fi t-
tings, pipe and tubing, fi ltration elements 
and housing and instrumentation are 
completely constructed from high purity 
fl uoropolymers. Even if metal is required, 
such as a pneumatic valve spring, it is 
sometimes coated with a fl uoropolymer 
so no metal is exposed to corrosive fumes 
that might migrate into the fl ow stream. 
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Other polymers and elastomers are 
used in high purity fl ow streams, but 
each part is evaluated and tested before 
use. Materials and manufacturing pro-
cesses are closely scrutinized at each step 
in the supply chain — from raw material 
to fi nished product. The suppliers in this 
industry are being challenged by the chip 
makers to meet ever-exacting standards.

Manufacturers install expensive facili-
ties systems to meet a variety of high 
purity requirements for microelectron-
ics, medical devices and pharmaceutical 
industries. State-of-the art clean rooms, 
ultrapure water systems, and sophisti-
cated instruments for measuring micro 
particles and metal and ion contamina-
tion are all part of the high purity game. 
Can the bar be raised in the semiconduc-
tor segment? With increasing numbers 
and volumes of chemicals required to 
support processes that are defi ned in line 
widths as small as 0.020 microns, the 
semiconductor fabrication engineer con-
siders the effects that chemical solutions 
and chip processes have on the yield.

For a few top-end chip makers, there 
is a next step up. A new US$4.4 billion 
initiative by a select group has formed 
at Sematech in Albany, NY, USA, in a 
consortium to develop the next level. 
What does that mean for plastic mate-
rials and component manufacturers? 
The most critical issue is use of larger 
quantities of chemicals. The quantities 
of high purity chemicals required by 
today’s state-of-the-art semiconductor 
manufacturers present some major chal-
lenges. From an engineering perspective, 
most of the component and equipment 
designs available to this market are typi-
cally geared toward smaller fl ows, not 
the next generation, high volume chip 
manufacturer or high volume producer. 
Manufacturers in the liquid chemical 
industry expect upsizing of all compo-
nents, but do not foresee material purity 
issues to jump signifi cantly. 

The primary challenge involved with 
developing and maintaining a large scale 

chemical purifi cation process is analyti-
cal. Detection limits must be driven 
down to a low enough value so that 
analysis can reveal subtle variations on 
the order of 1 ppt. Achieving and main-
taining best-in-class analytical capability 
is key to meeting this evolving require-
ment and the benefi ts are twofold.

Once variability of the process is 
known, its causes can be investigat-
ed and eliminated. A direct correlation 
can often be shown between analytical 
capability (detection limit) and reported 
product quality. In many cases, a process 
can be much cleaner than a producer’s 
ability to measure and the direct result of 
improving detection limits is the ability 
to see and report the improved data. This 
instrumentation is one of the greatest 
challenges in moving to the next level.

Application-specifi c products are still 
frontiers in the high purity markets with 
room to improve. Processes are push-
ing the boundaries for high tempera-
ture chemicals (up to 356°F/180°C) in 
components such as valves and fi ttings. 
Higher temperatures speed up the pro-
duction process of making semiconduc-
tor wafers. Certain specialty solvents 
used in semiconductor processes are 
extremely aggressive and may be fl am-
mable. Historically, these chemicals are 
piped through electropolished stainless 
steel tubing. As the industry goes to the 
next level, this may not be acceptable. 
New solutions in plastic materials will be 
the answer.

Some point-of-use liquid fl ow control 
requires extremely low fl ow requirements 
(< 5 ml/min). Accuracy and repeatability 
are critical in the smaller line widths. 
Measurement and control solutions are 
limited by the high purity plastic materi-
als and cleanliness requirements. 

Certain corrosive chemicals easily 
permeate PFA tubing and components 
causing damage to the surrounding envi-
ronment. Some component makers are 
presently developing products to mini-
mize or stop this effect, saving equip-
ment and facilities from costly damage. 

According to Moore’s Law, the num-
ber of transistors on a chip roughly 
doubles every two years. As the semicon-
ductor industry has evolved with their 
innovative products, they continue to 
push this law forward. The manufactur-
ers of high purity components and mate-
rials are a critical part of this history and 
will continue to be as it evolves.          ■
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