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Chlor-Alkali Material Recommendation 
 
Service Valves Materials Max. Temp (all oF) 

Clean Brine Feed Ball Valve 
Butterfly Valve 
Diaphragm Valve 

PVC/CPVC/EPDM 
PP/PP/EPDM 
PVC/EPDM 
CPVC/EPDM 
PVC,CPVC,PVDF/PTFE 

140,195 
175 
140 
195 
140,195,250 

Chlorinated Brine 
for Return w/Free 
Chlorine 

Diaphragm Valve PVC,CPVC,PVDF/PTFE/PVDF-Gas 
Barrier 
EL-PVDF/EL-PTFE/PVDF-Gas Barrier 

140,195,250 
250 

H2O Feed Ball Valve 
 
Diaphragm Valve 
 
Butterfly Valve 

PVC/EPDM 
CPVC/EPDM 
PVC/EPDM 
CPVC/EPDM 
PVC/PP/EPDM 

140 
195 
140 
195 
175 

Cl2 Gas 
(Wet and Dry) 

Diaphragm Valve PVC/PTFE 
CPVC/PTFE 
PVDF/PTFE 

140 
195 
250 

HCl Ball Valve 
 
Diaphragm Valve 

PP/FKM 
PVDF/FKM 
PVDF/PTFE 

175 
250 
250 

NaOH 12%-50% Diaphragm Valve PP/PTFE 
PP/EPDM 

175 
175 

Sodium 
Hypochlorite 

Ball Valve 
Diaphragm Valve 
Butterfly Valve 

PVC/FKM 
PVC/PTFE 
PVC/PVC/FKM 

140 
140 
120 

 
Please Note: These are general recommendations. Please consult Asahi/America’s Engineering Department 
for specific material selection based on application’s media, temperature and pressure. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


