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Welding Equipment Catalog #WEC-18                 

Dimensions 28”x25”x20”
Weight 105 lbs.
Shipping Dimensions 34”x27”x27”
Shipping Weight 177 lbs.

Note:
• Heater bushings sold seperately (see page 23)
• Available in metric DVS Type A or B, and IPS

Size Range 20mm - 125mm (1/2” - 5”)
Piping Single wall
Materials PE, PP, PVDF
Power 110V

Bench Socket 4

Features
• Smooth operation with rack-and-pinion
• Heating element is built into the machine
• Adjustable depth stop 
• Ideal for shop operation
• Includes pipe beveler size 32mm-125mm (1” - 4-1/2”)

Bench Top Socket Welding Machine 

Purchase Part Number 5711000
Rental Part Number      9711000

Dimensions 17”x15”x13”
Weight 66 lbs.
Shipping Dimensions 19”x25”x14”
Shipping Weight 95 lbs.

Note:
• Heater bushings sold seperately (see page 23)
• Available in metric DVS Type A or B, and IPS

Size Range 20mm - 75mm (1/2” - 2-1/2”)
Piping Single wall
Materials PE, PP, PVDF
Power 110V

Bench Socket 2

Features
• Smooth operation with rack-and-pinion
• Adjustable depth stop
• Heating element removable for hand 
   held welds

Bench Top Socket Welding Machine 

Purchase Part Number 5711200
Rental Part Number      9711200

Note:
• Hand held socket welder required (see page 9)

Features
• Easy operation in tight spaces
• Adapts to multiple sizes
• Includes clamp and base only

Note:
• Hand held socket welder required (see page 9)

Features
• Easy operation in tight spaces
• Adapts to multiple sizes
• Ideal for overhead tie-ins


