Electrically Actuated Type-23

SERIES 92 ON TYPE-23 BALL VALVES SIZES 1/2" - 4"
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SERIES 94 ON TYPE-23 BALL VALVES SIZES 1/2" - 3"
6.37 o2 5.62
M
L port ball configuration supplied as a standard
for 180 degree rotation.
7.38
Dimensions (in)  Dimensions (in.) | = | = !
series 92on Series 94 on i k} I’N|
Type-23 (1/2"-4") Type-23(1/2"-3") 8%
NOMINAL NOMINAL s e —,
SIZE SIZE HARDWARE \ﬂ ﬂ
INCHES| mm INCHES| mm . H Ega
H o H1* H H1 |—| I—l COUPLING — -
1/2 |15 |2.76 | 3.08 1/2 | 15 | 276 | 308 T 9 = 2
3/4 |20 301 | 356 3/4 | 20 | 301 | 356 |—L Ak J—l A4 | TE
PPG BRACKET T
1 25 (329 | 432 1 25 | 329 | 4.32 th
1-1/2 | 40| 398 | 571 11/2 | 40 | 398 | 571 I/ N L
2 |50|443| 666 2 | 50 | 443 | 666 HARDWARE - || |
3 |[80|547| 959 3 80 | 547 | 959
4 |100/697 | 1158
*PVC/CPVC Socket End *PVC/CPVC Socket End
FOR FEATURES OF SERIES 92 FOR FEATURES OF SERIES 94
ACTUATOR, SEE PAGE 24. ACTUATOR, SEE PAGE 25
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