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Welding Equipment Catalog #WEC-18  

Options
• IPS inserts 3” - 10”
• 3”x6”, 4”x8”, 6”x10", 8”x12” annular heating element

Features
• Built-in force gauge 
• Ideal for shop operation
• Horizontal and vertical adjustment

Features
• Electro-hydraulic force control
• Robust frame for shop installations
• Designed for SDR11 thick wall pressure pipe
• Ideal for shop fabrication of spools

Dimensions 32”x24”x20”
Weight
Shipping Dimensions
Shipping Weight

77 lbs. 
38”x27”x28” 

300 lbs.         

Manual Butt Fusion for Halar® (ECTFE)

Size Range 20mm - 160mm (1/2” - 6”)
Piping Single Wall
Materials Halar® (ECTFE)
Power 110V

Halar® 6        

Features
• High temp heating plate for Halar® welds
• Thin master clamps for keeping tight fabrication dimensions
• Built-in force gauge
• Ideal for shop operation
• Angular master clamps for site mitered fitting production
• Electronically adjusted heating element with indicator
• Easily installed reducer inserts for welding 20mm – 160mm
• Large hand wheel for quick closing at changeover time

  Purchase 577400 Rental 9774000

Options
• IPS inserts 3” - 12”

Note: Asahi/America recommends using SP tools from our rental fleet for ECTFE welds

Halar® is a registered trademark of Solvay Special Polymers: http://www.solvayspecialtypolymers.com/




